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Application For Village of Taos Ski Valley Building Permit

Don Schieber

   P.O. Box 100,  7 Firehouse Road
    Susan Steele
                    



Building Inspector

   Taos Ski Valley,  NM 87525
                    Village Administrator


   505-776-8220,   505-776-1145 Fax

	Building Official Use Only: 



             Inspections Required
Permit Number


                                  


Date Issued


                                                 1.                                                               Date Plans submitted for review                                 
          2.                                                           
Valuation

                                             
          3.                                                           
Plan Review Fee

                                
          4.                                                           
Permit Fee

                                            
          5.                                                           
Type of Construction

                                 

   6.                                                           
Occupancy Group

                                 

   7.                                                           
Division
    

                                                 8.                                                          


 




                   APPLICANT:
     Description of work              Date submitted                            Building Address                                           
                  New Construction      Project Valuation                          Subdivision                       Lot        Blk          
                  Addition

Construction Mtrl                 

  Owner                                                         
                                 Alteration/Repair
Building Use                        

   Address                                                      
             

                  Demolition

Total Area                           



                                                         
     Contractor:                                                                 
Architect/Engineer                                                      

     Address                                                                         Address                                                                       
     Phone                                                                            Phone                                                                          
     NM State License No.                     




NM State License No.                   
     Zoning Approval:                                                                                                                    

  Zoning Officer

     Water & Sanitation Approval:                                                                                               

                                                                                 Village of Taos Ski Valley

     Either an agreement with the Village of Taos Ski Valley for connection to the system or a permit from the

     State of New Mexico Environmental Department is required prior to issuing a building permit.

      Permit Approval:                                                                                                                 
  Building Official

Addendum to New Mexico Uniform Building Code
Village of Taos Ski Valley Supplemental Design Requirements

Design Loads
 (
Snow load above 10140 ft = 100 lbs/sf

 (
Snow load below 10140 ft = 85 lbs/sf

 (
Span tables for joists and rafters in Chapter 23 of the Uniform Building Code  are no longer applicable due to design standards imposed   by snow loading.  All roof and deck systems shall be designed by either an architect or engineer and incorporate all dead and superimposed live loads.

Depth of Foundations
(
Heated residential & commercial structures: minimum footage depth 48" below grade to top of footing

(
Unheated structures: minimum depth 36" from top of footing to grade level

(
Unheated structure less than 300SF (storage sheds, food vending, etc.) may have footings on grade or on             gravel filled trenches with a depth of 36")   

(
 Retaining Walls over four (4') high must be certified by a structural engineer or architect with acceptable calculations.

(
Sites over 20% slope may require foundation certification by a structural engineer or architect with acceptable calculations.

Water and sewer requirements
(
All water and sewer lines outside the building envelope are required to be 84 inches below grade.

(
Sewer lines are to be laid on firm foundations and protected with select fill one foot above top of pipe.

(
All water lines outside the building envelope shall be Type (K( Copper with pipe insulation

(
All water lines above 10140 feet shall be so designed that water will not freeze when not in use

(
Water stop and waste valves are strictly prohibited below grade.

(
Where required, sewage holding tanks are to have outlet line buried a minimum of five {5} feet below grade prior to discharge into the municipal sewer system.

(
Wastewater pumping systems shall maintain a positive slope from the discharge outlet to the municipal collection system and incorporate a bypass to drain the line when not in use.

· Plumbing vents above roof, minimum 3" diameter

· All sewer and water connections to Village of Taos Ski Valley utility system to be installed by VTSV personnel  

Other:         

· Ice dam membrane { snow and ice shield } required at roof, minimum 24" inside exterior wall line

· Cold Roofs recommended

· Foundation insulation {heated structures} required, 2" expanded polystyrene board from top of footing to grade {48"  min.}

· Smoke Detectors required for permits exceeding $1000.00. (Group R Occupancies)

GENERAL REQUIREMENTS FOR STAIRS, LANDINGS, HANDRAIL & GUARDRAILS
RESIDENTIAL [GROUP R, DIV. 1 & 3]
1997 Uniform Building Code -1003.3.3, 509
1997 New Mexico Building Code -1003.3.3.2,3,6,

I.     STAIRWAYS GENERAL:

        A.  Width, not less than 36" [Occupant Load < 50], not less than 44" {Occupant load > 50}    

        B.  Rise & Run

             1.}  Rise not less than 4", not more than 7"

  2.}  Run not less than 11"

  3.} Max difference between smallest and largest rise not to exceed 3/8"

        C.  Headroom - 6'8"

        D.  Landings - Not less than stairway width

        E.  Openings between treads not to exceed 4"( {Commercial applications, no openings allowed}

   EXCEPTIONS:

              Occupancies in Group R, Div. 3, excluding lodging houses, may be constructed with an 8 inch                maximum rise and a 9 inch minimum run.

II.     HANDRAILS:

        A.  Minimum 1 handrail serving one individual dwelling unit in Group R, Div 1 or 3 Occupancy

   { 2 handrails required for stairs serving more than one dwelling unit and all applications except               as noted above.}

        B.  Private stairways 30 inches or less in height may have a handrail on one side only

        C.  Stairways having less than four risers and serving one individual dwelling unit in Group R. 

              Div. 1 or 3, Occupancies need not have handrails.

        D.  Handrails or other projections into the required width shall not exceed 4-1/2"          

         E.  The top of handrails and handrail extensions shall not be less than 34 inches nor more than 38               Inches

        F.  The handgrip portion of handrails shall not be less than 1-1/4 inches nor more than 2 inches in               cross- sectional dimension and shall have a smooth grippable surface.

III.   Guardrails:

       A.  Required for landings, ramps , porches and balconies > 30 inches in height.

       B.  The top of guardrails for Group R, Div 3 and interior guardrails within individual dwelling units,               Group R, Div. 3 congregate residences and guest rooms of Group R, Div. 1 Occupancies may               be 36 inches in height. {All other applications shall not be less than 42 inches.

       C.  Open guardrails shall have intermediate rails with openings not to exceed 4 inches

       PLAN REVIEW REQUIREMENTS

(

Minimum Plan Requirements: Each Application for a Building Permit must include Three (2) complete sets of Plans on paper (at least 8-1/2" x 11") and must be sufficiently clear to show the project in its entirety: 

Cover Sheet: 

1.
Project identification

2.
Project address and location map

3.
All design professionals identified

4.
Prime design professional must be identified

5.
Design Criteria list: 

a.
Occupancy group and division

b.
Type of construction

c.
Location on property

d.
Seismic zone

e.
Square Footage/Allowable area

f.
Fire sprinklers

g.
Height and number of stories

h.
Occupant load

I.
Land use zone

Site Plan: 
Show proposed new structure and any existing buildings or structures, all property lines with dimensions, all streets, easements and setbacks.  Show all water, sewer, electrical points of connection, proposed service routes and existing utilities on the site.  Show all required parking, drainage and grading information.  Indicate drainage inflow and outflow locations and specify areas required to be maintained for drainage purposes.  When appropriate include a topographical survey (slopes greater than 20%).  Show north arrow. 

Foundation Plan:
Show all foundations and footings.  Indicate size, locations, thicknesses, materials and strengths (Include concrete strength) and reinforcing.  Show all imbedded anchoring such as anchor bolts, hold-downs, post bases, etc.  Sites over 20% slope or filled wetlands may need to provide a geotechnical report, including soil bearing capacity.

Floor Plan: 
Show all floors including basements.  Show all rooms, with their use, overall dimensions and locations of all structural elements and openings.  Show all doors and windows.  Provide door and window schedules.  All fire assemblies, door label ratings, area and occupancy separations and draft stops shall be shown.  Include exiting requirements. 

Framing Plans and Roof Framing Plans: 
Show all structural members, their size, methods of attachment, location and materials for floors and roofs.  Specify grade and species of all wood members.  Provide engineer stamped truss drawings for manufactured trusses.  Truss designs for site built trusses shall be stamped by an Engineer or an Architect with acceptable calculations.  Show roof plan. 

Exterior Elevations: 
Show all views.  Show vertical dimensions and heights.  Show all openings and identify all materials and show lateral bracing system, where applicable.  Show height above grade to finish floor.  Show footing depths. 

Building Sections and Wall Sections: 
Show materials of construction, non-rated and fire-rated assemblies and fire-rated penetrations.  Show dimension of all heights. 

Stairs:
Dimension width, rise, run, handrails, guardrails and headroom. 

Fireplaces: 
Include masonry reinforcement, wall construction, opening width & height, depth of fire box, areas of chimneys, flues, throats and dampers, distance to combustibles. Lintel size and materials, hearth materials and extensions.  Manufactured fireplaces and chimneys: submit manufacturer(s listing showing model number, distance to combustibles, hearth & hearth extension requirements.

Mechanical System:
Show the entire mechanical system.  Include all units, the sizes, mounting details, all duct work and duct sizes.  Indicate all fire dampers where required.  Provide equipment schedules.  Submit energy conservation calculations per State of New Mexico requirements.  Sprinkler system plans shall be approved by the State Fire Marshall(s Office.

Plumbing System: 

Show plumbing riser diagrams, all fixtures, piping, slopes, materials and sizes.  Show points of connections to utilities, septic tanks, pre-treatment sewer systems and water wells. 

Electrical System:
Show electrical riser diagrams, all smoke detectors and fire alarm systems, all electrical fixtures (interior, exterior and site), wiring sizes and circuiting, grounding, panel schedules, single line diagrams, fault current, load calculations and fixture schedules.  Show lighting calculations per State of New Mexico requirements and point of connection to utility. 

Structural Calculations: 
Where required, provide structural calculations for the entire structural system of the project.  Include wind, roof and floor design loads. 

Specifications: 

Either on the drawings or in booklet form, further define construction components, covering materials and methods of construction, wall finishes and all pertinent equipment.  Schedule may be incorporated into a project manual in lieu of drawings. 

Addenda and Changes:
It shall be the responsibility of the individual identified on the cover sheet as the prime design professional to notify the building official of any and all changes throughout the project and provide revised plans, calculations or other appropriate documents prior to actual construction. 

Revisions: 
For clarity, all revisions should be identified with a delta symbol and clouded on the drawings or resubmitted as a new plan set. 

Additions to Existing Buildings:
Show floor plan of existing building; Include area, occupancy, doors and windows in existing rooms adjoining the new addition. 

Single Family Detached One and Two Family Dwellings Model Energy Code Compliance: 
1.
Meet all of the requirements on the attached form labeled Taos, Energy Efficiency Requirements, State of New Mexico. 

2.
By calculation based on the New Mexico Energy Conservation Code Applications Manual for Residential Buildings, 1993 Edition. 

Accessibility:
Commercial projects shall show and dimension all elements of required accessible routes.  The drawings should include, but not be limited to, parking spaces and passenger loading zones, curb ramps, walkways, ramps, stairs, elevators, windows, wheelchair lifts, doors, entrances, drinking fountains, water closets, toilet stalls, urinals, lavatories and sinks, bathtubs, shower stalls, grab bars, alarms, detectable warnings, sign age, telephones, handrails and guardrails.  Reproduction of standard details is not sufficient unless the details are properly referenced in the particular design. 

Cost of Permit: 
The Plan Review & Permit Fees are based on the building valuation of the structure.  If there is a contract price, include a copy of the signed contract, otherwise the valuation will be based on square footage.  Valuation will be computed using the current month Building Valuation Data published in the ICBO Building Standards.  Dwellings of wood frame construction will be calculated using the Type V-Wood Frame (Good) category.  No regional modifier will be applied.  Plan review and Permit Fees are calculated using UBC Sec. 107.  Other Inspections and Fees listed in UBC Table No. 1-A Building Permit Fees will be $60/hr.  Plan Review Fees are due when the application is presented to the Village.  Building Permit Fees are due when the Building Permit is issued. 

Where work for which a permit is required by this code is commenced prior to the issuance of a permit, the permit fee shall be doubled.  Changes in scope of work must be made to both sets of Permit Drawings.  Administrative costs due to changes to permit will be billed at $60/hr.  Administrative costs due to construction undertaken which is different than the scope of work shown on the Permit Drawings will be billed at $60/hr.  Certificate of Occupancy will be issued after Final Electrical, Final Mechanical, Final Plumbing & Final Building Inspection and payment of any administrative costs due to the Village of Taos Ski Valley have been paid. 

Expiration of Permit:

Every permit issued by the building official under the provisions of the Uniform Building Code shall expire by limitation and become null and void if the building or work authorized by such permit is not commenced within 180 days from the  date of such permit, or if the building or work authorized by such permit is suspended or abandoned at any time after the work is commenced for a period of 1 year.

Required inspections:
Reinforcing steel (re-bar) or structural framework of any part of the footing or any building or structure shall not be covered or concealed without first obtaining the approval of the Building Inspector. 

The Building Inspector, upon notification from the permit holder or his agent, shall make the following inspections and shall either approve that portion of the construction as completed or shall notify the permit holder or his agent wherein the same fails to comply with the New Mexico Uniform Building Code. 

A.
Foundation inspection: To be made after trenches are excavated and forms erected.  Pour no concrete until approved.               Where the foundation is to be constructed of approved treated wood, additional inspections may be required by the               building official. 

B.         Electrical Ground Rod Inspection. Minimum #4 Copper wire attached to 20 ft. min. rebar in foundation to electrical                  panel.

C.
Concrete slab or under-floor inspection: To be made after all in slab or underfloor building service equipment, conduit,               piping accessories and other ancillary equipment items are in place, but before any concrete is placed or floor                       sheathing installed, including the subfloor. 

D.
Frame inspection: To be made after the roof, all framing, fire blocking, and bracing are in place and all pipes,                        chimneys, and vents are complete and the rough electrical, plumbing, and heating wires, pipes and ducts are                        approved. 

E.
Insulation and weather resistive barrier inspection.: To be made after all insulation and vapor barriers are in place. 

F.
Lath or Gypsum board inspection: To be made after all lathing and gypsum board, interior and exterior, is in place,               but before any plastering is applied or before gypsum board joints and fasteners are taped ad finished. 

Where applicable a demolition permit  is required in order to determine  structural, electrical, and mechanical conditions

prior to alterations, additions or repair of  existing buildings.

Other Inspections: in addition to the called inspections specified above, the Building Inspector may make or require any other inspections of any construction work to ascertain compliance with the provisions of the New Mexico Uniform Building Code. 

The Building Permit will list which Inspections are required for a project. 

Give your Building Permit Number when you call for an inspection.  A 48 hour notice is required.  Inspector(s name and telephone number are located on page 1 of this application. 

Information Sheet

Applicable Codes: 

1996
Village of Taos Ski Valley, Ordinance No. 97-10 adopting and modifying the New Mexico Uniform Building Code 

1997
New Mexico Uniform Building Code, effective December 31, 1998

1997
Uniform Building Code

1998
Ansi 117.1 Accessible and Usable Buildings and Facilities

1992
Model Energy Code

Residential:
NM Energy Conservation Code Applications Manual,

Residential Buildings, 1993 Edition

Commercial:
NM Energy Conservation Code Applications Manual,

Commercial Buildings, 1993 Edition

1997
Uniform Mechanical Code

1997
Uniform Plumbing Code

1999
National Electrical Code

404 Permit & 401 Certification:

To receive a determination from the Army Corps of Engineers as to the need for a 404 Permit and a 401 Certification from the State of New Mexico.  The applicant should contact the following: 

404 Permit



401 Certification

Jim Wood



Cecila K. Brown

Regulatory Branch


State of New Mexico

U.S. Army Corps of Engineers

Environmental Department

4100 Jefferson Plaza NE

Harold Runnels Building

Albuquerque, NM 87109

1190 St. Francis Drive

505) 342-3280



P.O. Box 26110

Sante Fe, NM 87502

(505) 827-0106

Water & Sanitation Information

The Village of Taos Ski Valley

P.O. Box 100

Taos Ski Valley, NM 87525

(505) 776-8845

New Mexico Environmental Department

Ken McCallum

P.O. Box 208

Taos, NM 87571

(505) 758-8808

Village of Taos Ski Valley 

Owner/Builder Affidavit 
(Must be Notarized)

I hereby acknowledge that I have read this application and state that the above is correct.  I agree to comply with the requirements of the New Mexico Uniform Building Code.  I waive my right to require the Inspector to possess a search warrant before he enters the premises to inspect the building covered by this permit, however, I waive this right only on the following conditions: the Inspector must be approved by the General Construction Bureau and this Inspection must be made at reasonable times for the purpose of determining whether the work or building or structure on the premises complies with the New Mexico Uniform Building Code.  I understand that the issuance of this permit shall not prevent the General Construction Bureau from requiring compliance with the provisions of the New Mexico Building Code. 

                                                                        _______________________                                ____________________ 






Owner/Contractor










Telephone Number

Affidavit By Owner Builder - Must be Notarized (Allowed to build 1 home)

I/We, __________________________________, certify that I/we shall hire only licensed contractors on this project, or will furnish the General Construction Bureau tax withholding numbers both (State and Federal) If I/we hire persons on a payroll.  Payroll records will be kept and made available for Inspection by the Bureau.  Tax information may be obtained from New Mexico State Taxation & Revenue Department at (505) 827-0700. 

___________________________________________

Owner(s Signature

Sworn to me before this ________ day of ___________________________, 19 _____. 

___________________________________

My Commission expires: ____________________________

(Notary Public Signature)

:






PLANNING & ZONING / GUIDELINES FOR DEVELOPMENT REVIEW

The following are excerpts from Village of Taos Ski Valley Planning and Zoning Ordinance No. 98-30
Section 4. Development Review

    For purposes of this Ordinance, no building or structure shall be erected or improvements constructed within the Village without review of required documentation by the Planning Officer. Building Permit applications and plans shall be submitted to the Planning Officer for review before applying for a Building Permit.  The Planning Officer shall determine if a variance, Zone Change, or Conditional Use Permit is required, and if so, will notify the applicant of such requirements.     

Section 6. Definitions

    B- 13.  (Building Height( means the vertical distance above a reference datum measured to the highest point of coping of                    a flat roof to the highest point of a mansard roof or to the average height of the highest gable on a pitched or hipped                    roof. Grade shall be taken as a point on the ground five horizontal feet from two opposite sides of the building.  The                  reference datum shall be selected by one of the following, whichever yields a greater height of building.

          a.   The elevation of the highest grade when it is 10 feet or less above the lowest grade; or

          b.   An elevation 10 feet higher than the lowest grade when the highest grade is more than 10 feet above the lowest                    grade
   The height of a stepped or terraced building is the maximum height of any segment of the building.

          17.  (Conditional Use( means one of those uses enumerated as conditional uses in a given zone.  A permit for such use                  must be granted by the Commission and may be either permanent or renewable, depending upon the conditions                  and procedures specified by this ordinance.
         60. (Variance( means a relaxation of the terms of this Ordinance where such relaxation will not be contrary to the public                    interest and where , owing to conditions peculiar to the property and not the result of actions of the applicant, a literal                enforcement of this Ordinance would result in practical difficulty and unnecessary hardship.  As specified by this                   Ordinance, the Commission may authorize a Variance only for area, height, dimension, distance, setback, and off-                street parking and loading requirements.  Financial gain or loss shall not be the determining factor in deciding a                    Variance.
Section 7. General Provisions

    E.        Prior to the Village issuing a building permit for the construction of a new, freestanding building to be occupied by                 one or more persons, the applicant must provide the following to the Village for review by the Planning Officer;

          1.  A written report analyzing the potential avalanche hazards and the potential physical forces, if any, created thereby                upon the proposed improvement or structure, { refer to Snow Avalanche Mapping and Zoning Report prepared for                the Village of Taos Ski Valley, February, 2001 } and;
         2.  A structural analysis of the proposed building or structure prepared and sealed by a New Mexico licensed engineer                 reflecting an engineering analysis and design which states that the design of the building or structure can withstand               the potential force from an avalanche as set forth in the avalanche report referred to above.  This analysis shall be                required only if the referenced report indicates that a n Avalanche Hazard exists.
     F.      Structures shall be designed so that snow, ice, and icicles can not slide onto adjacent properties or public and private               rights-of-way and shall be designed in such a way as to not create a public safety hazard.

Section 9. R Residential Zone

    A.     Intent.  The intent of this zone district is to provide for the development of single family homes of mixed construction               including conventional housing, modular or prefabricated Dwelling Units.  Certain other Uses specified in this section              are allowed, provided they are compatible with the development of the neighborhood.  Density shall not exceed one              Dwelling Unit per lot.   

    B.     Permissive Uses.  Any of the following Permissive Uses are allowed in this zone district.
            1.          One single family dwelling

            2.          One auxiliary unit
            3.           Accessory Buildings, Structures, or Uses customarily incidental to the uses allowed in this zone, provided                              that in total they do not exceed 30% of the gross floor area of the primary unit.
     C.    Conditional Uses        
1.          Multi-family dwellings: Apartments, Condominiums, and other multi-family dwellings, provided they are on                              lots of adequate size to comply with the regulations and standards of the Village and other governmental                               agencies.
2.          Public utility services.
3.          Home Occupations, provided that:

                          a.  No more than 25% of the gross floor area of the primary dwelling unit shall be devoted to the home                                        occupation, and no more than 600 square feet of an accessory building; and
b.  One related on-premises, non-illuminated sign is permitted with a sign face not exceeding 2.5 square feet.
      D.    Supplementary Regulations.
1.          Setbacks: Minimum setback requirements are as follows:

                            a.  front yard:                25 feet or average of the depth of the front yard depth of the adjacent yards on either                                                                 side of the dwelling, whichever is less.  The front yard is the side from which primary                                                                access is provided.

             b.  rear yard:                15 feet.

             c.  side yards:              15 feet.
2.          Each applicant for a proposed dwelling unit shall submit a site plan that shows the building envelope for the                            unit, the driveway and parking area { which must be off street }, the location of any accessory units, if                                     proposed, and any auxiliary unit, if proposed.
3.          Each applicant must submit a landscape plan, including the following;

                          a.  Approximate number of trees that must be removed for building purposes {clear cutting of the entire lot                                  is not allowed};
             b.  Berming or revegetation of any excavation or fill on the lot, and;

                          c.  Reforestation plan.
4.          Each applicant must submit a utilities plan.  All utility lines shall be placed underground.
5.          All residential units and auxiliary units {if any}, must:
a.  Connect to the Water and Sanitation District adjacent to the lot; or
b.  If such service is not going to be available from the District within 2 years, provide a liquid waste disposal                                 system and water system complying with all applicable standards of the Village and other governmental                                 agencies; and after service is provided by the District, such units must be connected to the District=s                                     system within 3 years of availability of such service to the lot.
              6.          Each applicant shall provide an exterior lighting plan for the unit, any auxiliary unit and any accessory use.                             Exterior lighting must:

                           a.  Use light sources that are shielded and directional;

                           b.  Use lighting which is white or pale yellow, except for seasonal lighting.

                           c.  Use no sodium vapor lights.
                            { See also Village of Taos Ski Valley Dark Skies Ordinance, Section 15 }
  9.         Building& structure Height: No building or structure shall exceed 35 feet in height measured in the manner                             described in the definition of Height {Section 6}.
      SECTION 10.  C-B COMMERCIAL/BUSINESS ZONE

      A.      Intent.  The purpose of this zone district is to provide for those commercial and business uses which serve the                      community on a day-to-day basis including retailing, financial, and personal services, in such a manner as to                         harmonize  with the residential nature of the community.
      B.      Permissive Uses.  Any of the following Permissive Uses are allowed in this zone district;
  1.         All Permissive Uses in the R zone;
               2.         Retail business establishments;

               3.         General and professional offices;   

  4.         Business and personal services;

               5.         Banking and financial services;

               6.         Boarding, Rooming, Lodging House or Bed and Breakfast.
  7.         Galleries and Museums.
  8.         Ski trails and slopes, lifts, snowmaking equip0ment or other related functions not requiring an enclosed                                  building.
      C.     Conditional Uses.  The following uses may be allowed in this zone district only upon permit granted by the                              Commission in accordance with this Ordinance:      

  1.          All uses conditional in the R zone;
  2.          Hotels and motels, provided there are community water and sewer systems to serve the development;

  3.          Eating and drinking establishments;
  4.          Motor vehicle services provided that any repair work shall be conducted within an enclosed Building;
               5.          Hospitals, Clinics, and convalescent or nursing homes;

               6.         Clubs and places of assembly when conducted completely within enclosed Buildings;


  7.            Recreational facilities open to the public whether or not conducted within enclosed Buildings, excepting ski-                              related functions enumerated in #8 of Section 10.B above..
               8.          Kennels, veterinary hospital, animal grooming parlor, pet store or animal shelter.

               9.          Parking structures.

       D.    Supplementary Regulations.
  Applicants shall meet the supplementary regulations listed in SECTION 9 D above, Supplementary Regulations,                 except that:

               1.           Front yard setbacks shall not be less than five [5] feet.

               2.           Landscaping shall be designed and installed in accordance with a landscape plan prepared by a qualified                               professional and approved by the village.
               3.           Exterior lighting must be designed by a qualified professional and approved by the Village.

               4.           No building or structure shall exceed 35 feet in height; as a conditional use in  the area identified as the                                  Village Core on the Village Zoning Map, no building or structure shall exceed 45 feet in height as defined                                in section 6 of this ordinance.
         SECTION 16. OFF-STREET PARKING AND LOADING.

         B.    Required Parking Spaces.  The minimum number of parking spaces to be provided shall be as follows:

                3.           Dwellings, Single- Family: 1 space per bedroom, to a maximum of 3 spaces, plus one place for any                                       auxiliary unit.
                4.           Dwellings, Multi-Family: 1 space per bedroom plus one place for any auxiliary unit.

	TAOS
	

	Energy Efficiency Requirements

State of New Mexico
	Wood Frame Wall Construction

Detached One- and Two- Family Dwellings

	GENERAL REQUIREMENTS 
	
	Compliance (

	1.
Provide design documents that show the required insulation, as determined below.


	
	

	2.
Minimum requirements are given; better quality insulation and windows are 
acceptable and will provide improved comfort.
	
	

	3.
Caulk and seal all joints, cracks, and holes.  Weatherstrip all doors and windows.


	
	

	4.
Up to 1% of heated area is allowed in skylight units.  Skylights shall be insulated.


	
	

	5.
Piping insulation of circulating water heating systems shall be R-4 for up to 1.25-inch

diameter pipe and R-8 for larger diameters.
	
	

	6.
For floor requirements, use floor system applicable to the design.  In many cases, 
only one type will apply.
	
	

	7.
Slab perimeter insulation can be placed along slab edge in three ways: vertical,             
horizontal, or combination of vertical and horizontal. 
	
	

	8.
Roof, wall, window, and door requirements are for a window-to-floor-area ratio of 
12% or less; if greater than 12%, window units shall be upgraded to insulated, wood 
or vinyl frame, low-e coating, and argon fill. 
	
	

	ROOF, WALL, WINDOW and DOOR REQUIREMENTS
	
	Compliance (

	Roof batt insulation

R-38
12" fiberglass batt
	
	

	Wall batt insulation

R-19
6" fiberglass batt, 2x6 studs
	
	

	Window units and glass doors
R-2.5
Insulated, wood or vinyl frame, low-e coating
	
	

	Doors



R-2.5
1-3/4" solid core wood (paneling optional)
	
	

	FLOOR REQUIREMENTS
	
	Compliance (

	Slab



R-6
2"x48" expanded polystyrene board
	
	

	Slab with radiant floor heating
R-8
2"x48" expanded polystyrene board
	
	

	Crawl space walls

R-17
4" expanded polystyrene board
	
	

	Basement walls

R-11
3" expanded polystyrene board


	
	

	Floor over unheated crawl
R-19
6" fiberglass batt

 space or unheated basement 

	
	

	Floor over outdoor air

R-38
12" fiberglass batt
	
	


_____________________________________





______________________________

Signature










Date

Application for building permit

